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WAB Wet Area Board

Internal Application, grade of wet area

Before you begin fixing the board consider the application and
the level of exposure to humidity and water.

Low and individual housing 
moderate e.g. bathroom, shower, kitchen, toilet, garages, cellars

Extreme e.g. public shower, swimming pool

Technical Product Data

Thickness x width x length 12,5 x 900 x 2400 mm
mm 0052 x 009 x 5,21)mm(

12,5 x 900 x 2700 mm
egde derepat / ETegdE

Total water absorption after
2 hours immersion

< 2 %

Surface water absoprtion 
2 h Cobb test

< 100 g/m2

Mould resistance no mould:
ASTM D 3273, grade 10 / 10
after 12 months, external weathering
after 4 weeks with mopuld seeds 
(lab Conidia)

For detailed information please contact Lafarge 
Technical Enquiryline on +49 6171 613333.

Installation Instructions

For low and moderate wet area applications

1. Fixing the board

Fix WAB Wet Area Board to either timber framing or metal C
studs positioned at standard centres of dry wall constructions
with standard gypsum boards for tile finishing.
For fixing use either:

High thread screws for fixing to timber
Self drilling screws for fixing to metal
Standard drywall screws.

2. Jointing

Joints are made using the traditional jointing method with 
regular joint compound. (Please note: whereas for the extreme
wet areas (e.g. public shower, swimming pool), special joint
compound must be applied, Lafarge LaHydrofix).

3. Sealing

Use an all-over sealant (water resistant membrane).

4. Finishing

WAB Wet Area Board can be finished with tiles or paint in wet
and humid areas. Ensure the correct paint type is used.


