
G e r m a n y

D r y  c o n s t r u c t i o n  m a t e r i a l s  b y  L a f a r g e G i p s .

s u p p l i e d  b y  b u s i n e s s  u n i t  
G e r m a n y  a n d  P o l a n d

P r o d u c t  r a n g e



3

L a f a r g e  G i p s .  

A  f e w  w o r d s  a b o u t  u s .

L a f a r g e  G i p s .  B r i n g i n g  m a t e r i a l s  t o  l i f e !

Lafarge Gips, subsidiary company of
Lafarge, the worldwide leading producer of
construction materials, disposes of the most
modern technical developing centres and
international product know-how.

The acquired know-how in dry con-
struction system stands as the starting point
of development and market-driven product
and system solutions.

In the centre of our market relevant
development stands our partnership with you.
We pay great attention to establishing reliabili-
ty and our committment to you as the funda-
ment of our partnership.

As specialists for dry constructions we
know what your expectations are: advanced
technology, first-class products, service that
keeps its word and our famous logistics. We
offer architectural solutions that are not only
perfect, but also ecological.

Fully committed, we give our best for
your success! 

Best regards,

Thierry Legrand              Hermann Rohrbeck
Managing Director Managing Director

Tomáś̀  Ivancak
Vice President Export Europe



Yo u r  L a f a r g e  P l a s t e r b o a r d  s a l e s  o r g a n i s a t i o n  o v e r v i e w.  
To  e n a b l e  y o u  t o  b u i l d  s u c c e s s f u l l y  u n d e r  p e r s o n a l  g u i d a n c e .

Customer service

Monday til Thursday 7.30 a.m. - 16.30 p.m. 

Friday 7.30 a.m. - 12.00 a.m.

Telephone 0043 /1/ 478 96 76-0

Telefax 0043 /1/ 478 96 76-20

Technical hotline/Formed parts service

Monday til Thursday 7.30 a.m. - 16.30 p.m. 

Friday 7.30 a.m. - 12.00 a.m.

Telephone 0043 /1/ 478 96 76-10 e-mail

Telefax 0043 /1/ 478 96 76-20 pia.hopitzan@lafarge.com

We  a r e  h e r e ,  w h e n e v e r  y o u  n e e d  u s .

Vertriebsorganisation Lafarge Gips GmbH

V i c e  P r e s i d e n t  E x p o r t  E u r o p e

Name Area Code Telephone Telefax Mobile

Tomas Ivancak 0043 (0)664-135 17 10

Vertriebsorganisation Lafarge Gips GmbH

S a l e s  d e s i g n  p r o d u c t s  /  F o r m e d - p a r t s  s e r v i c e  /  Te c h n i c a l  s e r v i c e  /  H o t l i n e

Name Area Code Telephone Telefax Mobile

Ing. Pia Hopitzan 0043/1 478 96 76-10 478 96 76-20 (0)664-380 90 88

Vertriebsorganisation Lafarge Gips GmbH

L o g i s t i c s

Name Area Code Telephone Telefax Mobile

Adalbert Malkowski 0043/1 478 96 76-13 478 96 76-20 (0)664-457 76 90

Vertriebsorganisation Lafarge Gips GmbH

C u s t o m e r  s e r v i c e  ( o f f i c e  d u t y )

Name Area Code Telephone Telefax Mobile

Sanela Pajkovic 0043/1 478 96 76-11 478 96 76-20
Petra Fila 0043/1 478 96 76-14 478 96 76-20
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Yo u r  L a f a r g e  G i p s

s a l e s  o r g a n i s a t i o n .
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Q u a l i t y  p o l i c y  

b y  L a f a r g e  G i p s .

“For Lafarge Gips quality is the precon-
dition for highest customers satisfaction. We
achieve this through excellent products, com-
petent customer-specific consultancy, cus-
tomized and reliable processing of orders as
well as friendly and service-oriented perform-

ance. Quality obligation is by each of our staff
members apprehended, taken into considera-
tion and fulfilled.“

Thierry Legrand
Chairman of the Managing Directors, 

Lafarge Gips

The quality of our products, our deliv-
ery loyalty as well as comprehensive service
for high customer satisfaction. They form the
basis for the success and competitiveness of

our company. The precondition for it is, beside
the engagement of our employees, a high-
capacity and economic quality management
system.

M a n a g e m e n t  a n d  a d m i n i s t r a t i o n
Compliance with quality standards and

the commitment of our staff members to con-
tinuous improvement of quality standards are
fundamental goals of Lafarge Gips. In that
respect are the principles of the management
firm constituents of companies’ guidelines
that are supplemented via defining and evalu-
ating goals of quality.

Stimulation of quality awareness on all
levels presents a constant management task.
In this sense the management of Lafarge Gips
commits itself to motivate all staff members in
accordance with the demands of the QM-
System to review their activities and regulary
assess the results.

C u s t o m e r  o r i e n t a t i o n
The attention of all our employees is

focused on the customer. They are the buyer,
the user of our products and services and
enjoys the right to fair and comprehensive
attendance. It is the responsibility of all to
fathom their specific wishes and needs and to
fulfill them in accordance with our technical
and personal capabilities. Only then will they
wish to commit themselves to us permanently.
In order to assure that our contractors and
signatories preserve comparably high quality
standards we assess and estimate their effi-
ciency in regular intervals.

C o n t i n u o u s  i m p r o v e m e n t
Lafarge Gips strives both to optimisa-

tion of in-house organisational structures and
– activities as well as trouble-free connection
with external partners, like logistics company
and manufacturers. The goal of the quality
policy is to fully comply with the demands of
the clients, to offer innovative products and to
avoid mistakes.

Proper activities consist of testing all
possibilities, developing solutions for the satis-
faction of clients. Errors or defects are docu-
mented and their causes are investigated in
order to be avoided in the future. The meas-
ures of correction of defects are systematically
assisted via OTIFIC, our instrument for measur-
ing, evaluating and improving the customer
relevant services.

Continual optimization is implemented
within our quality management system and is
supported via project of advancement of
product quality “FIRST Quality“ as well as the
implementation of “Best Practices“.

I .  G u i d e l i n e s

I I .  Q u a l i t y  p o l i c y

“Together we strive
to develop Lafarge
Gips as a company
with the highest

degree of awareness
in the field of con-
struction materials!“



P l a s t e r b o a r d s  a n d  d r y  c o n s t r u c t i o n  

m a t e r i a l s  b y  L a f a r g e  G i p s .
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M o d e r n  d r y  c o n s t r u c t i o n  —  f l e x i b l e ,  
c r e a t i v e  a n d  e c o n o m i c  a t  t h e  s a m e .  

N a t u r a l  p l a s t e r .

For approximately 4500 years people
have been building with plaster. We have
given priority to optimization and refining of
natural raw material plaster. That is why we
combine plaster with construction materials
and construction elements for building,
expanding, renovating and for architectural
configurations. Here we stipulate an ecologi-
cally oriented, as possible little pollutive, raw
material production. And we fulfill this
requirement! Namely, the use of REA plaster
(plaster consisting of flue gas desulphurization
installations) is harmless just as the use of nat-
ural plaster. Research that we have conducted
back this up.

Furthermore, Lafarge Gips always pre-
fixes in decomposition of natural resources the
programme of renaturation and recultivation.
In this way, the decomposed plasters are har-
monically integrated in the natural scenery.

N e w  n o r m  D I N  18 18 0  a n d  
D I N  E N  5 2 0

For gypsum plasterboards that have
until now been referred to as gypsum plaster-
boards according to DIN 18180, since septem-
ber 2005 the product standard DIN EN 520
has been applied. With the European product
standard also the names for gypsum plaster-
boards have been changed. DIN denotations
and national requirements are regulated in the
residual standard DIN 18180: “Gypsum plaster-
boards – kinds and requirements”.

I S O  c e r t i f i e d .

The quality of our products, delivery
reliability as well as comprehensive service
form a basis for high customer satisfaction.
They are the fundament for success and com-
petitiveness of Lafarge Gips. Prerequisite is a
high-performance quality management system
according to DIN EN ISO 9001, that was in
1999 expanded into environment manage-
ment system. This certification of the integrat-
ed QM- and EM-system of the certification cen-
tre TÜV Management Service GmbH shows
you that you can depend on the quality capa-
bility of our company.

L a b e l l i n g

Lafarge plaster boards are on the front
side labelled with screw markers, and on the
back side they are labelled with production
notes and information on usage.

Proof of non- Supervision Date of
Brand name Label DIN-No. combustibility mark production

CE LAFARGE D4 EN 520 A2-s1, d0 (B) B 3410 04:44
LaGyp A 12,5

Board character Building Ö-Standard Time
Board thickness material class Number

Example



M o d e r n  a r c h i t e c t u r e  w i t h  L a f a r g e  G i p s .  O b j e c t  e x a m p

D i v e r s i t y  o f  p r o d u c t s  w i t h  L a f a r g e
G i p s  d r y  c o n s t r u c t i o n  m a t e r i a l s .

Modern dry construction with Lafarge
Gips is today successful worldwide. An innova-
tive product programme makes it possible.
From standard construction boards, over spe-
cial fire protection boards, construction and
solid construction to individual, customized
solutions with formed and milled parts, we
have it all. Divers filling compounds, metal pro-
files, accessories and a selection of necessary
tools round up our offer. Continuous further
development and improvement of our offer
play an important role for us. 

Scope of application for Lafarge Gips dry
construction materials is wide. They can be used
in living areas or in non-living areas, in new and
old buildings, buildings under remediation or ren-
ovation – construction materials can be applied
overall. Different needs of fire protection, sound
and heath insulation are met without problem.

It is needless to say that Lafarge Gips
enforces the general valid standards, e.g. DIN
18180 and ÖNORM B 3410, as well as the
European standard DIN EN 520. Plasterboards are
inflammable and are pursuant to DIN 4102-4 clas-
sified as construction materials of the class A2.

Measurements and weights that are
indicated in this product overview & price list
might differ within specified tolerances.

Look and see what diversity of our
products has to offer!

7



S p e c i a l  t i p s
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Special length

Special palletization

All gypsum boards quantities that deviate
from the quantity per lineup indicated in the
price list, are classified as special palletization and
supplement is charged. Exceptions are the palleti-

zations for LaGyp (GKB/A) LaGyp impregnated
(GKB/H2) and LaFlamm (GKF/DFH2). These line-
ups are for the  crane unloading already loaded
with 24, respectively 20 pieces of plasterboards.

Minimum order 
quantity

For some of our products we have a mini-
mum order quantity (e.g. LaGyp, LaFlamm,
LaForm). These are labelled with a asterisk and
footnote, respectively separately specified, so that

you can easily find information on the minimum
order quantity. All plasterboards that are not
labelled do not have a defined minimum order
quantity.

Fixed quantity

Profiles for metal substructures stand on
offer in small or big bundle.They can be ordered
only in collars. In this manner we can guarantee

that the specific collar will be delivered to you
undamaged and serviceable. 

Delivery time

Standard delivery time is 48 hours. 
(1st day order / 2nd day loading / 3rd day deliv-
ery). In exceptional cases we are able to offer you
24-hour service extra charge. 

For this reason your order should arrive at
Lafarge until 12.00 a.m., whereas it will first be
checked for feasibility. You can expect from us an
immediate response with appropriate information.

Formation of edges

Lafarge plasterboards have different longi-
tudinal edges, developed according to form of
application, coated in plaster longitudinal edges.

Standard edges are in the price list directly
allocated to the particular products (HRFE, HRE,
SEC etc.). In the price list we have partly directly
indicated the edge shapes that deviate from the
standard, respectively that need to be inquired
after.

Transverse edges (frontal edges) are cut
sharp-edged and are chamfered to 2 m long
HRFE boards (excluding GKB/A 9,5).

Flattened edge (FE)

Half-round edge (HRE)

Half-round flattened edge (HRFE)

Round edge (RE) 

Sharp-edged cut (SEC)

Beveled edge (BE)

Full edge (FE)

Angle edge (AE)

1. Approximate lengths < 3 m, 
when produced from standard boards on stock

2. Approximate lengths > 3 m, 
3. when produced from standard boards on stock

production of boards, minimum order quantity 2000 m2

3. Approximate lengths, if on stock

Prices upon request 

Prices and delivery time
upon request

Additional charge per app. length



C o n s t r u c t i o n  b o a r d s
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Lafarge plasterboards for standard usage. Surfaces and longitudinal edges are coated in firm special
cardboard.

HRFE

Lafarge plasterboards, impregnated core, for secure finishes in humid areas

HRFE

LaGyp

*** Delivery with FE edge upon request; Minimum order quantity 200 pieces

*** Standard palletization only if connected with crane removal (see page 86)

**** Delivery with FE edge upon request; Minimum order quantity 200 pieces

**** Average values, weight depends on the supplier

**** Standard palletization only if connected with crane removal (see page 86)

**** Standard board with BE edge, upon request deliverable without bevel

Thick- Standard Standard Quantity Weight Weight/ Content Article-Number price/m2

ness length width per per m2 pallet pallet EAN
mm mm mm pallet app. kg** app. kg** m2

9,5 2000**** 1250 60 7,6 1140 150,00 0009512503200000
4032961004120

2,81*9,5 2500 1250 60 7,6 1425 187,50 0009512503250000
4032961004205

12,5 2000**** 1250 50/24*** 9,3 1163 125,00 0012512503200001
4032961008036

12,5 2500 1250 50/20*** 9,3 1453 156,25 0012512503250000
4032961008272

12,5 2600 1250 50 9,3 1511 162,50 0012512503260000
4032961008371

3,02*

12,5 2750 1250 50 9,3 1598 171,88 0012512503275000
4032961008562

12,5 3000 1250 50 9,3 1744 187,50 0012512503300000
4032961008777

Thick- Standard Standard Quantity Weight Weight/ Content Article-Number price/m2

ness length width per per m2 pallet pallet EAN
mm mm mm pallet app. kg*** app. kg*** m2

12,5 2000 1250 50/24** 9,9 1290 125,00 0212512503200001
4032961013436

12,5 2500 1250 50/20** 9,9 1610 156,25 0212512503250000
4032961013542

4,42*

12,5 3000 1250 50 9,9 1931 187,50 0212512503300000
4032961013832

LaGyp
Standard (DIN EN 520: A) 

LaGyp
Hydro (DIN EN 520: H2)

G e r m a n y



F i r e  p r o t e c t i o n  b o a r d s
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LaFlamm

Lafarge plasterboards for standard usage. Surfaces and longitudinal edges are coated in firm special
cardboard.

LaFlamm
Fire (DIN EN 520: DF)

HRFE

*** Delivery with FE edge upon request; Minimum order quantity 200 pieces
*** Standard palletization only if connected with crane removal (see page 86)

Thick- Standard Standard Quantity Weight Weight/ Content Article-Number price/m2

ness length width per per m2 pallet pallet EAN
mm mm mm pallet app. kg app. kg m2

12,5 2000 1250 50/24** 10,3 1288 125,00 0112512503200001
4032961010695

12,5 2500 1250 50/20** 10,3 1609 156,25 0112512503250000
4032961010855

3,32*12,5 2750 1250 50 10,3 1770 171,88 0112512503275000
4032961011067

12,5 3000 1250 50 10,3 1931 187,50 0112512503300000
4032961011159

15 2000 1250 40 13,3 1330 100,00 0115012503200001
4032961011777

3,86*15 2500 1250 40 13,3 1663 125,00 0115012503250000
4032961011845

18 2000 1250 40 15,3 1530 100,00 0118012503200000
4032961012064

4,4218 2500 1250 40 15,3 1913 125,00 0118012503250000
4032961012156

Lafarge plasterboards, impregnated core, for secure finishes in humid areas

LaFlamm
Fire and hydro (DIN EN 520: DFH2)

HRFE

*** Delivery with FE edge upon request; Minimum order quantity 200 pieces

*** Delivery time on request

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

12,5 2000 1250 50 10,3 1288 125,00 0312512503200001
4032961014358

4,83*

15 2000 1250 40 13,3 1330 100,00 0315012503200001
4032961021844

5,37**

18 2000 1250 40 15,3 1148 75,00 0318012503200000
4032961032246

5,92**

G e r m a n y



F i r e  p r o t e c t i o n  b o a r d s
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Lafarge plasterboards of the construction material class A2 with fibre armoured gypsum cores for     
special requirements of fire resistance period of special parts like bearings, truss and pit walls

LaFire
Fire (DIN EN 520: DF)

HRFE

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

15 2000 1250 40 13,0 1300 100,00 0415012503200000
4032961014563

13,95

20 2000 1250 32 16,7 1336 80,00 0420012503200000
4032961014594

14,75

25 2000 1250 24 20,2 1212 60,00 0425012503200000
4032961014617

15,45

LaFire

LaCessoire
LaFire

Wrench opening Thick- Content Article-Number Price/piece
ness item/ EAN
mm selling unit

(CB 17) up to 17 mm 0,6 100 0210011700000
4032961002119

0,77

(CB 27) 18 up to 27 mm 0,6 100 0210012700000
4032961002126

0,82

(CB 40) 28 up to 40 mm 0,6 100 0210014000000
4032961002133

0,92

Clip
CB 17
CB 27
CB 40

Thick- Standard Content Article-Number Price/m
ness length item/ EAN
mm mm selling unit

0,6 3000 10 0100000273000
4032961000245

0,77

0,6 3000 10 0210003035300 
4032961002102

0,72

U-profile
NPH 27

L-profile
NHL
30/35

Accessories for special fire protection board LaFire

G e r m a n y



F i r e  p r o t e c t i o n  b o a r d s
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Lafarge plasterboards with fiber reinforced gypsum cores and 0, 26 mm mounted sheet steel for 
fulfillment of fire resistance rating requirements and impact resistance of firewalls and safety walls.

LaWall
Fire (DIN EN 14 190)

HRFE

**Delivery time on request
Also deliverable with 10 boards/pallet for crane jobs on great heights.

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

15 2500 1250 20 15,0 938 62,50 2115012503250026
4032961024203

13,39*

LaWall

-------------------------

Lafarge plaster boards of building material class A1, not combustible, with coated fiber glass fleece, for
special constructions with high standards of fire resistance rating, e.g. E- and I-channels.

LaPrima

Full edge (FE)

LaPrima

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

15 2500 1200 32 13,6 1979 72,00 2215012004250000
4032961501513 auf

20 2500 1200 24 18,6 1071 57,60 2220012004250000 Anfrage

4032961501537

G e r m a n y
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t h i c k  b o a r d s
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LaMassiv

Lafarge plasterboards with fibre armoured gypsum cores for commercial fire protection constructions,
panelling and ceiling coating of solid character

LaMassiv
Fire (DIN EN 520: DF)

HRFE

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

20 2000 625 32 16,7 668 40,00 0120006253200000
4032961021356

20 2600 625 32 16,7 868 52,00 0120006253260000
4032961035209

25 2000 625 24 20,8 624 30,00 0125006253200000
4032961021363

25 2600 625 24 20,8 811 39,00 0125006253260000
4032961018134

Lafarge plasterboards core impregnated with fibre armoured gypsum cores for commercial fire pro-
tection constructions in humid areas, for panelling and ceiling coating of solid character

LaMassiv
Fire and hydro (DIN EN 520: DFH2)

HRFE

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

20 2000 625 32 17,5 700 40,00 0320006253200000
4032961035933

20 2600 625 32 17,5 910 52,00 0320006253260000
7,82

4032961037722

25 2000 625 24 21,2 636 30,00 0325006253200000
4032961027297

25 2600 625 24 21,2 827 39,00 0325006253260000
8,63

4032961027303

G e r m a n y
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t h i c k  b o a r d s
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Lafarge plasterboards as security construction boards for stabile panelling and ceiling coating as well as
roof bevels, consisting of 2 x 9,5 mm GKB/A

LaPaneel
Standard (DIN EN 14 190)

HRE

LaPaneel

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

20 2000 600 30 16,0 576 36,00 0020006005200000
4032961034356

6,8220 2600 600 30 16,0 750 46,80 0020006005260000
4032961034363

Lafarge plasterboards core impregnated as security construction boards for stabile panelling and ceiling 
coating as well as roof bevels in humid areas, consisting of 2 x 9,5 mm GKBi/H2

LaPaneel 
Hydro (DIN EN 14 190)

HRE

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

20 2600 600 30 16,0 750 46,80 0220006005260000
4032961034370

8,42

G e r m a n y



H a r d  b o a r d s
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LaPlura Classic

Lafarge fire protection boards firm, wood fibre reinforced and impregnated core for static bracing 
(also for external sheeting) and shock-proof wall and ceiling areas with secure fire protection, 
also in humid areas.

Fire and hydro
(DIN EN 520: DEFH1IR)

HRFE

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

12,5 2000 1250 50 12,8 1600 125,00 2912512503200000
4032961040593

5,3012,5 2500 1250 50 12,8 2000 156,25 2912512503250000
4032961038675

15,0 2000 1250 40 15,8 1580 100,00 2915012503200000
4032961312218

6,0015,0 2500 1250 40 15,8 1975 125,00 2915012503250000
4032961505474

20,0 2500 625 40 20,5 1281 62,50 2920006255250000
7,984032961032994

Lafarge fire protection boards with edge shapes HRE, firm, wood fibre reinfordced, impregnated core,
all-purpose for walls, ceiling, floor and loft conversion, suitable for fire protection constructions as well
as for humid areas.

Fire and hydro
(DIN EN 520: DFH1IR)

HRE

LaPlura construction board

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

12,5 1500 1000 50 12,8 960 75,00 2912510005150000
4,874032961035179

Please always indicate the desired edge shape. See also page 25.

LaCessoire
Screws for LaPlura Classic and construction board

Length Dia- Quantity Article-Number EAN Price/Paket
meter per

mm mm package

23 3,9 1000 0206100251000 4032961034264 16,90
35 3,9 1000 0206100351000 4032961034271 10,70
55 3,9 1000 0206100551000 4032961209310 12,80

LaPlura-
screws 

G e r m a n y



S o u n d  i n s u l a t i o n  b o a r d s  
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Lafarge plasterboards with excellent sound-insulation features for high sound insulation standards

LaSound
Standard (DIN EN 520: D)

HRFE

LaSound

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

12,5 2000 1250 50 10,7 1338 125,00 6012512503200001
4032961030990

3,3212,5 3000 1250 50 10,7 1840 187,50 6012512503300000
4032961032789

Lafarge plasterboards, with fibre armoured gypsum cores for fire protection constructions, excellent
sound-insulation features for high-sound insulation standards

LaSound 
Fire (DIN EN 520: DF)

HRFE

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

12,5 2000 1250 50 10,7 1338 125,00 6112512503200001
4032961031751

3,5112,5 3000 1250 50 10,7 1840 187,50 6112512503300000
4032961032796

Lafarge plasterboards, impregnated core with fibre armoured gypsum cores for fire protection con-
structions in humid areas with excellent sound-insulation features for high sound insulation standards

LaSound 
Fire and hydro (DIN EN 520: DFH2)

HRFE

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

12,5 2000 1250 50 11,0 1375 125,00 6312512503200001
4032961309201

5,1112,5 3000 1250 50 11,0 2063 187,50 6312512503300000
4032961036879

For crane removal pallets with 20 pieces/pallet with 2000 mm and 16 pieces/pallet with 3000 mm can be delivered.

G e r m a n y
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Lafarge plasterboards with primed board in handy single-man format for quick, professional 
constructing

LaCompact
Standard (DIN EN 520: A)

HRE

LaCompact

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

10 1500 1000 70 8,0 840 105,00 0010010005150000
4032961034387

3,52

LaCompact
Fire (DIN EN 520: DF)

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

10 1500 1000 70 8,5 918 108,00 0510010005150000
4032961014624

3,81

12,5 1500 1000 60 10,2 918 90,00 0512510005150000
4032961014631

4,15

Lafarge plasterboards with primed board and fibre armoured gypsum cores in handy single-man 
format for fire protection constructions 

HRE

LaCompact
Fire and hydro (DIN EN 520: DFH2)

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

12,5 1500 1000 60 10,3 927 90,00 1512510005150000
4032961310269

4,69*

Lafarge plasterboards impregnated core with fibre armoured gypsum cores in handy single-man 
format for fire protection constructiond during construction of humid areas

**Delivery on request

HRE

G e r m a n y



B o a r d s  f o r  d o - i t - y o u r s e l f  

LaShop 

Lafarge plasterboards for the do-it-yourself market in handy format for construction in living areas as
well as reconstruction of old buildings 

LaShop
Standard (DIN EN 520: A)

HRE

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

9,5 2000 600 72 6,8 588 86,40 0009506005200000
4032961032253

2,97
9,5 2600 600 72 6,8 764 112,32 0009506005260000

4032961032260

12,5 2000 600 48 8,6 495 57,60 0012506005200000
4032961032277

12,5 2600 600 48 10,3 644 74,88 0012506005260000
4032961032284

3,27

12,5 2600 625 48 10,3 803 78,00 0012506255260000
4032961032291

18

Lafarge plasterboards impregnated core for the do-it-youself market in handy format for the finishes
in humid areas

LaShop
Hydro (DIN EN 520: H2)

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

12,5 2000 600 48 10,3 593 57,60 0212506005200000
4032961032314

4,67
12,5 2600 600 48 10,3 771 74,88 0212506005260000

4032961032321

Lafarge plasterboards with fibre armoured gypsum cores for the do-it-yourself market in handy format
for fire protection constructions 

LaShop
Fire (DIN EN 520: DF)

HRE

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

12,5 2600 625 48 10,3 803 78,00 0112506255260000
4032961034394

3,72

HRK

G e r m a n y



B o a r d s  f o r  d o - i t - y o u r s e l f  

LaShop 

Lafarge plasterboards with fibre armoured gypsum cores for the do-it-yourself market in handy for-
mat in fire protection constructions in humid areas 

LaShop 
Fire and hydro (DIN EN 520: DFH2)

HRK

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

12,5 2000 600 48 8,6 495 57,60 0312506005200000
4032961035582

5,12
12,5 2600 600 48 8,6 644 74,88 0312506005260000

4032961035599

C r e a m y  a n d  f r u i t y .  T h e  i d e a l  j o i n t i n g  

c o m p o u n d .  L a F i l l f r e s h .

G e r m a n y



Lafarge plasterboards with polystyrene (PS WLG 040) clad for heat-insulating wall and ceiling areas

LaCombi PS
(Standard composite boards according to DIN EN 13 950) 

LaCombi
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Composite board HRE
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Composite board HRFE
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Composite board HRFE
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Composite board HRFE

Composite board HRE  

* (Mean values, weight depends on the supplier)

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg* app. kg* m2

9,5+20 2600 600 60 8,3 774 93,60 AA095060052600C0
4032961034400

9,5+20 2500 1250 30 7,9 741 93,75 AA095125032500C0
4032961016246

9,5+30 2500 1250 20 8,5 532 62,50 AA095125032500D0
4032961016253

10+20 1500 1000 40 9,3 558 60,00 AA100100051500C0
4032961035315

12,5+20 2500 1250 30 10,8 1014 93,90 AA125125032500C0
4032961035452

12,5+30 2500 1250 20 10,5 656 62,50 AA125125032500D0
4032961015430

12,5+40 2500 1250 20 11,1 694 62,50 AA125125032500E0
4032961016239

12,5+50 2500 1250 16 11,3 565 50,00 AA125125032500F0
4032961035490

Reverse-side of aluminium foil, SD-value: 1.650 m (diffusion resistant)

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg* app. kg* m2

12,5+30 2600 625 60 13,3 1297 97,50 AE125062532600D0
4032961039597 auf

12,5+50 2600 625 40 15,3 995 65,00 AE125062532600F0 Anfrage
4032961041538 

Standard thickness of insulating materials is 30 mm and 50 mm. Other thicknesses upon request.
Possible additional aluminium foil lamination.

Lafarge plasterboards with mineral fibres (MF WLG 040) clad for heat-insulating wall and ceiling areas

LaCombi MF
(Standard composite boards according to DIN EN 13 950)
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C o m p o s i t e  b o a r d s
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LaProtect
LaProtect
(Fire, lead-clad board abel according to DIN EN 14 190)

HRE

Lafarge plasterboards with fibre armoured gypsum cores and sheet cladding (0,5 - 3,0 mm thick) for
shielding of x-rays

Thick- Standard Standard Weight Weight/ Article-Number EAN Price/m2

ness length width per m2 pallet
mm mm mm app. kg app. kg

12,5+0,5 2000 625 15,9 19,9 AQ125062552000P1 4032961034424
12,5+0,5 2600 625 15,9 25,9 AQ125062552600P1 4032961034431
12,5+1,0 2000 625 21,6 27,0 AQ125062552000P2 4032961034448
12,5+1,0 2600 625 21,6 35,2 AQ125062552600P2 4032961034455
12,5+1,5 2000 625 27,3 34,1 AQ125062552000P3 4032961034462
12,5+1,5 2600 625 27,3 44,5 AQ125062552600P3 4032961034479 auf
12,5+2,0 2000 625 33,0 41,3 AQ125062552000P4 4032961034486 Anfrage
12,5+2,0 2600 625 33,0 53,8 AQ125062552600P4 4032961034493
12,5+2,5 2000 625 38,7 48,4 AQ125062552000P5 4032961034509
12,5+2,5 2600 625 38,7 63,1 AQ125062552600P5 4032961034516
12,5+3,0 2000 625 44,4 55,5 AQ125062552000P6 4032961034523
12,5+3,0 2600 625 44,4 72,4 AQ125062552600P6 4032961034530

LaCessoire
LaProtect

Thick- Length Socket Weight/ Article-Number EAN Price/role
ness run. m/ form item Price/piece
mm role app. kg

0,5 20 15,70 0208041050020 4032961021295
1,0 20 11,40 0208041100020 4032961035513
1,5 10 18,55 0208041150010 4032961035506 auf
2,0 10 11,40 0208041200010 4032961035520 Anfrage
2,5 8 11,40 0208041250008 4032961038125
3,0 8 13,70 0208041300008 4032961035537

single 12,50 02080503001 4032961035551
dual 3,50 02080503002 4032961035568

auf

triple 14,00 02080503003 4032961035575
Anfrage

Lead tape roll, 
50 mm wide
self-
adhesive

3 mm thick lead boards

Caps for radiation protec-
tion

Accessories for radiation protection boards LaProtect

G e r m a n y
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Lafarge plasterboards as acoustic design boards with perforated edge, edge shape 4 x SEC. 
Design: fibre mat black (standard), fibre mat white, acoustic material, without material, special lengths,
widths and edge shapes upon request, laying in spatula method

LaCoustic 
Continuous perforation (DIN EN 14 190)

LaCoustic

Straight round perforation

Scattered perforation

Square perforation

* Length 1750 mm upon request

The stated dimensions conform to the dimension between axes.

In case of laying in joint technique (standard delivery) the board width and board length is decreased
for 4 mm, in case of laying in adhesive technology (only upon request deliverable) for 2 mm.

So in case of hole pattern 6/18 round perforation and laying in joint technique board dimensions will
be 1186 mm x 1996 mm. For this reason please state whether laying in adhesive technology is planned.

Perfora- Width Length Thickness Quantity Weight Article-Number Price/m2

tion per per m2 EAN
mm mm mm pallet app. kg

6/18 1188 1998 12,5 25 10,2 401251188B1998AA
4032961016352

8/18 1188 1998 12,5 25 9,4 401251188B1998BA
4032961022483

10/23 1196 2001 12,5 25 9,5 401251196B2001CA
4032961022544

12/25 1200 2000 12,5 25 9,1 401251200B2000DA
4032961022506

15/30 1200 1980 12,5 25 8,9 401251200B1980EA
4032961022520

8/12/50 1200 2000 12,5 25 9,7 411251200B2000BB
4032961022582

12/20/66 1188 1980 12,5 25 8,9 411251188B1980DD
4032961022568

8/18 1188 1998 12,5 25 8,9 421251188B1998BA
4032961023145

12/25 1200 2000 12,5 25 8,6 421251200B2000DA
4032961022698

8/15/20 1200 2000/2500* 12,5 25 10,0 431251200B2000BC
4032961031102

12/20/35 1200 2000/2500* 12,5 25 10,0 431251200B2000DC
4032961031133

G e r m a n y

Staggered round perforation



LaCessoire
LaCoustic

LaCoustic

VE Length Thickness Quantity Article-Number Price/SU
in mm in mm per SU EAN

carton 30 3,5 1000 0206A30301000 11,17
4032961031539

Note: Screws for fixation of acoustic design boards on metal substructures 

according to DIN 18182

1 cartridge (1 plunger, 1 tube, 1 tip) 0212030000000 16,25
4032961002614

Note: Cartridge that is used to push, respectively squeeze jointing compound LaFillfresh            
in the joints of the acoustic design boards

LaCoustic glue availale upon request (7 kg package). 0204010000007 93,31
Board measurements need to be indicated when ordering. 4032961039894

screw-head template for production 0202100000000
of desired material excess length 4032961502527

Countersunk screws
SN 3,5 x 30 

Set for jointing

LaCoustic glue
(for adhesive technology)

* Fit-up aid also available (template) separately

Assembling sets
with 3 fit-up aids*
and assembly instructions,
without jointing-set for
“square perforation“

Name/ Selling unit Article-Number EAN Price/SU
fit-up aid for (SU)

Straight round perforation 6/18 1 0212300060018 4032961502435
Straight round perforation 8/18 1 0212300080018 4032961502442
Straight round perforation 10/23 1 0212300100023 4032961502459
Straight round perforation 12/25 1 0212300120025 4032961502466
Straight round perforation 15/30 1 0212300150030 4032961502473
Staggered perforation 8/12/50 1 0212300081250 4032961502480
Staggered perforation 12/20/66 1 0212300122066 4032961502497

Square perforation 8/18 1 0212320080018 4032961502503
Square perforation 12/25 1 0212320120025 4032961502510

Assembling sets
with 2 fit-up aids*
and assembly instructions,
without jointing-set for
“straight round“ and
“staggered“ perforation

Accessories for acoustic design boards

A c o u s t i c  d e s i g n  b o a r d s

2 3

2 in 1 spatula

G e r m a n y



A c o u s t i c  d e s i g n  b o a r d s

LaCessoire
LaCoustic

LaCoustic

**For machine finishing of spackled holes (only straight round perforation). Perforating wheel cannot

be used without a handle!

Name/ Selling unit Article-Number EAN Price/SU
fit-up aid for (SU)

Handle 1 0212020000000 4032961002607
Straight round perforation 6/18 1 0212010060018 4032961002553
Straight round perforation 8/18 1 0212010080018 4032961002560
Straight round perforation 10/23 1 0212010100023 4032961002557
Straight round perforation 12/25 1 0212010120025 4032961002584
Straight round perforation 15/30 1 0212010150030 4032961002591

5,0 liter per canister 1 0205000000005 4032961001679

Perforating wheel*

L a F i l l f r e s h  w i t h  l e m o n  s c e n t .

T h e  i d e a l  j o i n t i n g  c o m p o u n d .

Priming

in plastic canister 
solvent-free

G e r m a n y



LaPlura floor board

Lafarge fire protection boards with edge shape FE, fortified with wood fibre, impregnated for simple
laying as dry underfloor, to be laid in two positions

Fire and hydro
(DIN EN 520: DFH1IR)

Thick- Standard Standard Quantity Weight Weight/ Content/ Article-Number Price/m2

ness lenght width per per m2 pallet pallet EAN
mm mm mm pallet app. kg app. kg m2

10 1500 1000 70 10,2 1075 75,00 2910010004150010
4,354032961505139

Please always indicate the desired edge shape. See also page 15 LaPlura.
LaCessoire
LaPlura

Content SU (selling unit) Weight per Article-Number EAN Price/SU
per per packaging 
PU (packaging unit) packaging unit unit app. kg

25 kg 30 packages 750 0204000000025 4032961001600 13,31

1 kg 6 bottles 6 0204010000001 4032961036046 8,48
5 kg 1 bucket 5 0204010000005 4032961082883 30,84

10 kg 1 bucket 10 0204010000010 4032961081923 59,95

25 kg 48 sacks 1200 0204020000025 4032961001624 17,62

Compensating fill 50 l

Flooring adhesive
ready made

Flat jointing compound

FE

Accessories for dry underfloor

2 5

D r y  u n d e r f l o o r

LaPlura floor element

Lafarge plasterboard as a dry underfloor element, fortified with wood fibre, impregnated core, consist-
ing of 2 x 10 mm GKFi (LaPlura boards) glued, also with cladding for impact sound and heat insulation

Dry underfloor element
Fire and hydro (according to DIN EN 14 190)

Thick- Standard Standard Quantity Weight Weight/ Content/  Article-Number Price/m2

ness length width per per m2 pallet pallet     EAN
mm mm mm pallet app. kg app. kg m2

20 1500 600 70 20,8 1310 63,00 0720006007150000
12,504032961503388

20 1500 600 50 22,3 1004 45,00 07200060071500B0
17,3010 MF 4032961503401

20 1500 600 50 23,3 1050 45,00 07200060071500T1
15,7210 HF 4032961503418

Cladding with flexible woodfibre-insulating boards upon request.

SEC

longitudinal and trans-
verse edge cut sharp-
edged and square

G e r m a n y



F o r m e d  a n d  m i l l e d  p a r t s .

L a F o r m  a n d  L a A r t .

2 6

G e r m a n y

Formed and milled parts by Lafarge Gips
are highly esteemed all round the world.
Namely, form and function have been fascinat-
ing architects, processors and constructors.
Requests that we every day receive from you,
individual wishes and challenging projects get
implemented with LaForm and LaArt perfectly
and precisely. That is our philosophy of conse-
quent customer orientation.

With LaForm your dreams of interior
work become reality. Namely LaForm presents
design, functionality and the highest degree of
cost-effectiveness. Complete prefabrication

connected with minimum jointing effort and
faster assembly will maximize your success,
because LaForm counts. Limitless variety of
shapes has a name: LaForm.

State your measurement specifications.
And we will customize according to your wish-
es, accurate to a milimetre. You only need to
give a request. 

Formed parts-hotline 0043 /1 / 478 96 76-10

Information on prices and delivery peri-
od can be obtained also on this number.

card

card

card

gypsum

card

card

Figure 1: Extra formed part Z-angle bent Figure 2: Extra formed part light cabinet with fire
protection standards

Figure 3: Extra formed part cove lightning with quarter
shell

Figure 4: Extra formed part cove lightning straight
a) sharp-edged cut edges 
b) special edge coated in cardboard

a)

b)



C u p o l a s  w i t h  L a F o r m

LaForm Cupola

C r e d i t  p o i n t s

27

Angle

Nonius suspension piece
side fastener

CD flex profile

Countersunk screw

Special edge coated in cardboard

Detail 1

Nonius suspension piece
side fastener

LaForm segment
2 x 6,5 mm LaCurve

Cupola cap

CD flex profile

G e r m a n y

Te c h n i c a l  d a t a :  C u p o l a  L a F o r m  m a n u f a c t u r e d  w i t h  L a C u r v e

Material Diameter Pitch Weight Piece Price/Cupola
mm mm kg/m2 Segments/Cupola

LaCurve GKB 2 x 6 mm 4000 600 10,0 27 auf Anfrage
LaCurve GKB 2 x 6 mm 2500 500 10,0 17 auf Anfrage
LaCurve GKB 2 x 6 mm 1500 250 10,0 11 auf Anfrage

Round cupola forms possible

Smooth surface

Reduced fissuring risk due to the fact that through 
3-dimensional previously bent and glued elements hardly
any pressure is imported in the construction.

Simplified assembling via overlap construction of 
elements

Low weight (approx. 10 kg/m2)

Reduced assembly time due to high degree of 
prefabrication

Minor substructure necessary

Jointing only necessary in joint area

High surface area quality due to reduced joint 
contingents

High form accuracy (3-dimensional, previously bent)



C u p o l a s  w i t h L a A r t

LaArt Cupola

C r e d i t  p o i n t s

2 8

Bath
connection

Suspension

T-quide rails

Upstand

half shell

Distance piece
Upstand

Bath connection

Upstand

Ceiling
construction

Dry wall screw

Detail 1

Detail 2

G e r m a n y

reduced assembly time due to high degree of prefab-
rication

substructure already (T guide rails) integrated

trowel application necessary only in joint area
(Standard trowel application)

highest surface area quality through minimal joint
parts (large-size elements)

highest contouring accuracy (3-dimensional bent)

especially for middle and big quantities 
profitable

fibre glass strengthened, high impact resistance of
cupola elements

cupola form variable (e.g. round or elliptic)

optional surface

reduced fissuring risk due to low  pressure import 

high resistance of fibre glass strengthened materials

simplified assembling and high stability due to special 
joint construction of the elements

low weight (approx. 7 kg/m2)

Te c h n i c a l  d a t a :  C u p o l a  L a A r t

Material Diamteter Pitch Weight Piece Price/Cupola
mm mm kg/m2 Segments/Cupolal

fibreglass strengthened plaster 4000 600 7,0 6 auf Anfrage
fibreglass strengthened plaster 2500 500 7,0 2 auf Anfrage
fibreglass strengthened plaster 1500 250 7,0 2 auf Anfrage



LaForm with V milled 90°, 135° and 150°, not adhered (adhered at extra charge),
GKB 12,5 mm, edge shape SEC, cut from Lafarge plasterboards

1-V-milled one-sided, edge Price/m Price incl.
thickness expanded shape adhesion for 90°
in mm

100 – 150 SEC
151 – 220 SEC
221 – 280 SEC
281 – 375 SEC
376 – 600 SEC
601 – 1140 SEC

1250 HRFE

Standard lenghts 2000 and 2500 mm, special lenghts upon request. Minimal delivery quantity 50 m.

LaForm angle and
U-profile and Z-profile

U-profile

Z-profile

LaForm

2-V-milled one-sided, edge Price/m Price incl.
thickness expanded shape adhesion for 90°
in mm

100 – 150 SEC
151 – 220 SEC
221 – 280 SEC
281 – 375 SEC
376 – 600 SEC
601 – 1140 SEC

1250 HRFE

100 – 150 SEC
151 – 220 SEC
221 – 280 SEC
281 – 375 SEC
376 – 600 SEC
601 – 1140 SEC

1250 HRFE

Standard lenghts 2000 and 2500 mm, special lenghts upon request. Minimum purchase quantity 50 m.
Profiles with 3 or 4 milled parts upon request.

F o r m e d  a n d  m i l l e d  p a r t s

2 9

L-Angle
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F o r m e d  a n d  m i l l e d  p a r t s

LaForm

Thickness 2 x 12,5 mm GKB
Length mm Diameter mm Price/m*
L Ri

3000 100 – 149
3000 150 – 199
3000 200 – 249
3000 250 – 299
3000 300 – 349
3000 350 – 399
3000 400 – 449
3000 450 – 499
3000 500 – 549
3000 550 – 599
3000 600 – 649
3000 650 – 700

**Minimum purchase quantity 10 m

Model half- and quarter shells also with 2 x 6,25 mm GKB respectively 6 + 12,5 mm GKB 

bent and glued upon request.

Special body upon request.

Half- and quarter shells GKB, slotted and glued or bent* from Lafarge plasterboards 

Thickness 2 x 12,5 mm GKB
Length mm Diameter mm Price/m*
L Di Da

3000 150 – 199 200 – 249
3000 200 – 249 250 – 299
3000 250 – 299 300 – 349
3000 300 – 349 350 – 399
3000 350 – 399 400 – 449
3000 400 – 449 450 – 499
3000 450 – 499 500 – 549
3000 500 – 549 550 – 599
3000 550 – 599 600 – 649
3000 600 – 649 650 – 699
3000 650 – 699 700 – 749
3000 700 – 746 750 – 796

LaForm half- and
quarter shells

3 0

Half-shells

Quarter-shells

Di

Da

L

L

Ri
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B o a r d  c u t o u t s
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Thickness Length Width Edge Weight/m2 Price/m
mm mm mm app. kg

9,5 2000 - 3000 bis 109 4 x SEC 8,0
9,5 2000 - 3000 bis 185 4 x SEC 8,0
9,5 2000 - 3000 bis 280 4 x SEC 8,0
9,5 2000 - 3000 bis 407 4 x SEC 8,0
9,5 2000 - 3000 bis 612 4 x SEC 8,0
9,5 2000 - 3000 bis 1140 4 x SEC 8,0

12,5 2000 - 3000 bis 109 4 x SEC 10,0
12,5 2000 - 3000 bis 185 4 x SEC 10,0
12,5 2000 - 3000 bis 280 4 x SEC 10,0
12,5 2000 - 3000 bis 407 4 x SEC 10,0
12,5 2000 - 3000 bis 612 4 x SEC 10,0
12,5 2000 - 3000 bis 1140 4 x SEC 10,0

15,0 2000 - 3000 bis 109 4 x SEC 13,2
15,0 2000 - 3000 bis 185 4 x SEC 13,2
15,0 2000 - 3000 bis 280 4 x SEC 13,2
15,0 2000 - 3000 bis 407 4 x SEC 13,2
15,0 2000 - 3000 bis 612 4 x SEC 13,2
15,0 2000 - 3000 bis 1140 4 x SEC 13,2

18,0 2000 - 3000 bis 109 4 x SEC 15,0
18,0 2000 - 3000 bis 185 4 x SEC 15,0
18,0 2000 - 3000 bis 280 4 x SEC 15,0
18,0 2000 - 3000 bis 407 4 x SEC 15,0
18,0 2000 - 3000 bis 612 4 x SEC 15,0
18,0 2000 - 3000 bis 1140 4 x SEC 15,0

Extra charge for 4 x BE, special width and length upon request
Minimum order quantity 50 m per position

LaForm board cutouts 
Standard (DIN EN 520: A)

LaForm

Board cutouts from Lafarge plasterboards

G e r m a n y



B o a r d  c u t o u t s

3 2

LaForm

Thickness Length Width Edge Weight/m2 Price/m
mm mm mm app. kg

12,5 2000 - 3000 bis 109 4 x SEC 10,0
12,5 2000 - 3000 bis 185 4 x SEC 10,0
12,5 2000 - 3000 bis 280 4 x SEC 10,0
12,5 2000 - 3000 bis 407 4 x SEC 10,0
12,5 2000 - 3000 bis 612 4 x SEC 10,0
12,5 2000 - 3000 bis 1140 4 x SEC 10,0

15,0 2000 - 3000 bis 109 4 x SEC 13,2
15,0 2000 - 3000 bis 185 4 x SEC 13,2
15,0 2000 - 3000 bis 280 4 x SEC 13,2
15,0 2000 - 3000 bis 407 4 x SEC 13,2
15,0 2000 - 3000 bis 612 4 x SEC 13,2
15,0 2000 - 3000 bis 1140 4 x SEC 13,2

18,0 2000 - 3000 bis 109 4 x SEC 15,0
18,0 2000 - 3000 bis 185 4 x SEC 15,0
18,0 2000 - 3000 bis 280 4 x SEC 15,0
18,0 2000 - 3000 bis 407 4 x SEC 15,0
18,0 2000 - 3000 bis 612 4 x SEC 15,0
18,0 2000 - 3000 bis 1140 4 x SEC 15,0

Extra charge for 4 x BE, special width and length upon request
Minimum order quantity 50 m per position

LaForm board cutouts 
Fire (DIN EN 520: DF)

Board cutouts from Lafarge plasterboards with fibre armoured gypsum cores 
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LaForm bar  
(DIN EN 520: A)

Lafarge board streaks packages glued for gliding ceiling and wall connectors

Thickness Width* Standard Weight Pack- Article-Number EAN Price/m
length per run. m ing

mm mm mm app. kg unit

25 50 2500 2,0 625 0202250502500 4032961001518
25 75 2500 3,0 400 0202250752500 4032961001525
25 100 2500 4,0 300 0202251002500 4032961001532

37,5 50 2500 3,0 400 0202380502500 4032961001549
37,5 75 2500 4,5 256 0202380752500 4032961001556
37,5 100 2500 6,0 192 0202381002500 4032961001563

50 50 2500 4,0 300 0202500502500 4032961001570
50 75 2500 6,0 192 0202500752500 4032961001587
50 100 2500 8,0 144 0202501002500 4032961001594

SK

longitudinal and transverse
edges cut sharp-edged and

square

* Special body upon request

Minimum order quantity 10 m

B a r s  a n d  c o v e s

3 3

LaForm coves

Lafarge coves for wall and ceiling assembly

Standard Standard Quantity Weight Content Article-Number EAN Price/m
lenghts formats per SU pro SU per SU
mm mm app. kg run. m

3000 a =   90 mm 5 13 15 0104000903000 4032961001105 2,56*
b =  64 mm

3000 a = 120 mm 5 13 15 0104001203000 4032961001136 2,56*
b =   85 mm

Coves

FL 90

FL 120

* Delivery period upon request

LaForm

64 mm

90
 m

m

64
 m

m

85 mm

12
0 

m
m

85
 m

m
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L a f a r g e  g y p s u m  s y s t e m s

LaDekosystem
Ready-to-use and ready-to-decorate construction programmes for dry interior construction from Lafarge Gips.

Consisting of two excellent consecutively coordinated system components: LaDeko and LaDekofix

Lafarge plasterboards with pre-primed white cardboard, enables in system with LaDekofix – time and
material-saving – first-class quality Q3 surface for immediate painting and wallpapering work 

LaDeko
Standard (DIN EN 520: A) 

LaDeko

Thick- Standard Standard Quantity Weight Weight/ Content/ Article-Number Price/m2

ness length* width per per m2 pallet pallet EAN
mm mm mm pallet app. kg app. kg m2

12,5 2000 1250 50 8,8 1100 125,00 3012512503200000
4032961022247

12,5 2500 1250 50 8,8 1375 156,25 3012512503250000
4032961024401

* Further lengths upon request

Lafarge plasterboards with fibre armoured gypsum cores and pre-primed white cardboards, enables
in system with LaDekofix – time and material-saving – first-class quality Q3 surface for immediate
painting and wallpapering work

LaDeko
Fire (DIN EN 520: DF) 

Thick- Standard Standard Quantity Weight Weight/ Content/ Article-Number Price/m2

ness length* width per per m2 pallet pallet EAN
mm mm mm pallet app. kg app. kg m2

12,5 2000 1250 50 10,3 1287,50 125,00 1812512503200000
4032961027044

12,5 2500 1250 50 10,3 1593,75 156,25 1812512503250000
4032961027242

* Further lengths upon request

3 4

HRFE

HRFE
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L a f a r g e  g y p s u m  s y s t e m s

LaCurvesystem
System consisting of specially thin and flexible Lafarge plasterboards LaCurve and ideally hereunto coordinated profiles

Thick- Standard Standard Quantity Weight Weight/ content/ Article-Number Price/m2

ness length width per per m2 pallet pallet EAN
mm mm mm pallet app. kg app. kg m2

6,5 3000 1200 32 5,0 576 115,20 0006012002300000
4032961003116

Specially thin and flexible Lafarge plasterboards, ideal for bent and curved wall and ceiling constructions
according to general building authorities approval no. Z-100.9-1, building material class B1

LaCurve 
(DIN EN 520: D)

LaCurve

AK

LaDekofix

Joint filler and -finisher in one, provides for a white and pre-primed surface in joint area and is ideally
coordinated with LaDeko; pleasant mint scent

LaDekofix
(DIN EN 13 936) 

LaDekofix

Selling Quantity/ Weight/ Article-Number Price/kg
unit pallet pallet EAN

app. kg

5 kg/sack 200 1000 0003700000500
4032961030662

25 kg/sack 40 1000 0003700002500
4032961030655

G e r m a n y



L a f a r g e  g y p s u m  s y s t e m s

LaProfil for
LaCurve (profiles according to DIN EN 14 195)

LaProfil

Length Piece/ run. m/ Article-Number       Price/run. m 
mm small bundle small bundle EAN

4000 8 32 0100120304000 3,47
4032961021783

4000 8 32 0100130604000 3,27
4032961021790

concave prebent 8 auf
material thickness 0,7 mm Anfrage

convex prebent 8 auf
material thickness 0,7 mm Anfrage

4000 8 32 0100110504000 4,49
4032961021752

4000 8 32 0100110754000 4,85
4032961021769

4000 8 32 0100111004000 5,21
4032961021776

UD 30 flex

CD 60 flex

UW 50 flex

UW 75 flex

UW 100 flex

3 6

Flexibel profile system, ideally coordinated to LaCurve for construction of bent and curved wall and
ceiling constructions 

Article-Number       Price/piece
EAN

0201120000000 227,53
4032961021806

Universal calliper

Tools for LaCurve

Profiles can only be ordered in small or big bundles.

CD 60 concave

CD 60 convex
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J o i n t  a n d  b o n d i n g  

c o m p o u n d  t e c h n i q u e

37

Jointfiller for HRFE- respectively FE edge with embedding tape, 65 minutes processing time, pleasant
lemon scent 

LaFillfresh B
(DIN EN 13 963 (Typ 3B))

LaFillfresh

Content Quantity Weight/ Article-Number Price/kg
per sack per pallet EAN
kg pallet app. kg

5 200 1000 0001032000500
0,64

4032961503616
25 40 1000 0001032002500

0,54
4032961503523

Jointfiller for HRFE, FE and HRE, time-saving trowel application without embedding tape, 
50 minutes processing time, pleasant lemon scent

LaFillfresh
(DIN EN 13 963 (Typ 4B))

Content Quantity Weight/ Article-Number Price/kg
per sack per pallet EAN
kg pallet app. kg

5 200 1000 0001091000500
1,10

4032961503593
25 40 1000 0001091002500

1,05
4032961503609
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J o i n t  a n d  b o n d i n g  

c o m p o u n d  t e c h n i q u e

3 8

Joint-Filler (Finisher) in powder form for manual and mechanic processing

LaFinish powder
(DIN EN 13 963 (Typ 2A))

LaFinish             

Content Quantity Weight/ Article-Number Price/kg
per sack per pallet EAN
kg pallet app. kg

25 40 1000 0002075002500
1,56

4032961000191

Joint-Filler ready-made (Finisher) for manual and mechanic processing

LaFinish ready-made
(DIN EN 13 963 (Typ 2A))

Content Quantity Weight/ Article-Number Price/kg
per bucket per pallet EAN
kg pallet app. kg

25 30 750 0003085002500
1,59

4032961000214

Pasty, ready for use joint- and finish compound for manual and mechanic processing.

LaFillfix
(DIN EN 13 963 (Typ 3A))

LaFillfix

Content Quantity Weight/ Article-Number Price/kg
per sack per pallet EAN
kg pallet app. kg

18 24 432 0003200001800
1,00

4032961500790Allzweckspachtel
Manuelle und maschinelle

Verarbeitung

F I L L F I X

Finish-Spachtel pastös
Manuelle und maschinelle

Verarbeitung
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J o i n t  a n d  b o n d i n g  

c o m p o u n d  t e c h n i q u e

3 9

Content Quantity Weight/ Article-Number Price/kg
per sack per pallet EAN
kg pallet  app. kg 

5 200 1000 0003700000500
1,60

4032961030662

25 40 1000 0003700002500
1,25

4032961030655

Joint and finishing in one, for white, pre-primed surfaces (components by LaDekosystem), with 
pleasant mint scent

LaDekofix
(DIN EN 13 963)

LaDekofix  

Bonding compound for plasterboards and composite boards as dry wall plaster. 
Processing time 60 minutes

LaBatz 60
(DIN EN 14 496)

LaBatz

Content Quantity Weight/ Article-Number Price/t
per sack per pallet EAN
kg pallet app. kg

30 40 1200 0000060003000
144,80

4032961000078
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J o i n t  a n d  b o n d i n g  

c o m p o u n d  t e c h n i q u e

4 0

Width Length Content/ Quantity Article-Number Price/
run. m/ canister rolls, canister EAN roll/ltr

mm roll liter per covering box

50 23 20 0208000050025
1,02

4032961001921
50 75 20 0208000050075

2,10
4032961001938

50 150 10 0208000050150
3,58

4032961001945

50 25 40 0208010050025
0,70

4032961001952

3 30 10 0208103050030
9,50

4032961504187

30 10 0103000001030
8,70

4032961035650

25 3 10 0103000002530
2,75

4032961035643

5,0 1 0205000000005
2,94

4032961001679

LaCessoire armour 
and joint tapes

Joint tape

Glass fibre patching tape

Metal edging bead

for embedding on
edges exposed to
stokes
radius ≥ 150 mm

Priming
in plastic canister 
solvent-free

Separating tape
for separating different compo-
nents, with peel-off foil, without
fire protection qualities 

Flexible guard rail edge bead
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P r o f i l e s  f o r  m e t a l  c o n s t r u c t i o n s
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Lafarge metal profiles for metal substructures, according to DIN EN 14 195

LaProfil 

LaProfil

CW-profile

UW-profile

* Approximate length upon request from 1 big bundle

Profiles can be ordered in small or big bundle

Maximum stock length: 6000 mm. Other lengths upon request.

Product/length Quantity/ Quantity Article-Number EAN Price/run. m
small bundle big bundle

CW 50 - 2600 mm 8 128 0100040502600 4032961023718
CW 50 - 2750 mm 8 128 0100040502750 4032961023725
CW 50 - 3000 mm 8 128 0100040503000 4032961023732
CW 50 - 3250 mm 8 128 0100040503250 4032961023749

1,90*
CW 50 - 3500 mm 8 128 0100040503500 4032961023756
CW 50 - 3750 mm 8 128 0100040503750 4032961034660
CW 50 - 4000 mm 8 128 0100040504000 4032961023763
CW 50 - 4500 mm 8 128 0100040504500 4032961032895

CW 75 - 2600 mm 8 96 0100040752600 4032961023770
CW 75 - 2750 mm 8 96 0100040752750 4032961023787
CW 75 - 3000 mm 8 96 0100040753000 4032961023794
CW 75 - 3250 mm 8 96 0100040753250 4032961023800
CW 75 - 3500 mm 8 96 0100040753500 4032961023817 2,12*
CW 75 - 4000 mm 8 96 0100040754000 4032961023824
CW 75 - 4500 mm 8 96 0100040754500 4032961021134
CW 75 - 5000 mm 8 96 0100040755000 4032961201031
CW 75 - 6000 mm 8 96 0100040756000 4032961201093

CW 100 - 2600 mm 8 64 0100041002600 4032961024340
CW 100 - 2750 mm 8 64 0100041002750 4032961024289
CW 100 - 3000 mm 8 64 0100041003000 4032961023831
CW 100 - 3250 mm 8 64 0100041003250 4032961023848
CW 100 - 3500 mm 8 64 0100041003500 4032961023855 2,45*
CW 100 - 4000 mm 8 64 0100041004000 4032961023862
CW 100 - 4500 mm 8 64 0100041004500 4032961034707
CW 100 - 5000 mm 8 64 0100041005000 4032961308518
CW 100 - 6000 mm 8 64 0100041006000 4032961021172

UW 50 - 4000 mm 8 160 0100000504000 4032961023879 1,67

UW 75 - 4000 mm 8 120 0100000754000 4032961023886 1,93

UW 100 - 4000 mm 8 80 0100001004000 4032961023893 2,20
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P r o f i l e s  f o r  m e t a l  c o n s t r u c t i o n s
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Lafarge metal profiles for metal substructures, according to DIN EN 14 195

LaProfil 

LaProfil

Product/length Quantity/ Quantity/ Article-Number EAN Price/run. m
small bundle big bundle

UA 50 - 2600 mm 4* 96 0105060502600 4032961023930
UA 50 - 2750 mm 4* 96 0105060502750 4032961034714
UA 50 - 3000 mm 4* 96 0105060503000 4032961023947

5,40
UA 50 - 3250 mm 4* 96 0105060503250 4032961034721
UA 50 - 3500 mm 4* 96 0105060503500 4032961023954
UA 50 - 4000 mm 4* 96 0105060504000 4032961023961

UA 75 - 2600 mm 4* 100 0105060752600 4032961023978
UA 75 - 2750 mm 4* 100 0105060752750 4032961034745
UA 75 - 3000 mm 4* 100 0105060753000 4032961023985
UA 75 - 3250 mm 4* 100 0105060753250 4032961034752

6,55
UA 75 - 3500 mm 4* 100 0105060753500 4032961023992
UA 75 - 4000 mm 4* 100 0105060754000 4032961024005
UA 75 - 5000 mm 4* 100 0105060755000 4032961308754
UA 75 - 6000 mm 4* 100 0105060756000 4032961308242

UA 100 - 2600 mm 4* 80 0105061002600 4032961024012
UA 100 - 2750 mm 4* 80 0105061002750 4032961034769
UA 100 - 3000 mm 4* 80 0105061003000 4032961024029
UA 100 - 3500 mm 4* 80 0105061003500 4032961024036 7,65
UA 100 - 4000 mm 4* 80 0105061004000 4032961024043
UA 100 - 5000 mm 4* 80 0105061005000 4032961308761
UA 100 - 6000 mm 4* 80 0105061006000 4032961309713

CD 60/27 - 2600 mm 12 180 0100070602600 4032961000740
CD 60/27 - 3100 mm 12 180 0100070603100 4032961023909 1,60
CD 60/27 - 4000 mm 12 180 0100070604000 4032961000757

CD 60/27 - 1185 mm** 12 180 0100070601190 4032961099836 1,99
CD 60/27 - 1935 mm** 12 180 0100070600935 4032961505672 1,91

4000 x 48 mm 10 200 0100080484000 4032961034738 1,90
0,6 mm material thickness

4000 x 98 mm 10 360 0100080984000 4032961505399 2,40
0,6 mm material thickness

UA-profile

CD-profile

** Quantity per bundle depend on the supplier. Further lengths upon request
** for leveled ceilings, binding element illustration see page 46

Profiles can be ordered in small or big bundle.

Maximum stock length: 6000 mm. Other lengths upon request.

UA-profile

Hat-ceiling-
profile
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P r o f i l e s  f o r  m e t a l  c o n s t r u c t i o n s

Lafarge metal profiles for metal substructures, according to DIN EN 14 195

LaProfil 

LaProfil

Product/length Quantity/ Quantity/ Article-Number EAN Price/run. m
small big 
bundle bundle

UD 28/27 - 3000 mm 16 448 0100000283000 4032961023923
1,17

UD 28/27 - 4000 mm 16 448 0100000284000 4032961000757

UD 28 - 3000 mm 8 320 0100000293000 4032961023923 1,64
Body 48/28/27

UD 30 flex - 4000 mm 8 0100120304000 4032961021783 3,47

CD 60 flex - 4000 mm 8 0100130604000 4032961021790 3,27

concave prebent 8 auf
material thickness 0,7 mm Anfrage

convex prebent 8 auf
material thickness 0,7 mm Anfrage

UW 50 flex - 4000 mm 8 0100110504000 4032961021752 4,49

UW 75 flex - 4000 mm 8 0100110754000 4032961021769 4,85

UW 100 flex - 4000 mm 8 0100111004000 4032961021776 5,21

UD-profile
isosceles

UD-profile 
scalene

UD 30 flex

CD 60 concave

CD 60 convex

UW 50 flex

UW 75 flex

UW 100 flex

CD 60 flex

4 3

G e r m a n y



A s s e m b l y  t e c h n i q u e
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Accessories for Lafarge metal subsctructures for wall and ceiling, according to DIN 18 182

LaCessoire metal 
substructures

LaCessoire

Product Quantity/ Article-Number Price/PU
packing unit EAN
(PU)

UA 50 kit à 4 pieces 0209029990050
8,71incl. screws + dowel 4032961024067

UA 75 kit à 4 pieces 0209029990075
9,36incl. screws + dowel 4032961024074

UA 100 kit à 4 pieces 0209029990100
10,27incl. screws + dowel 4032961024081

Back square UA 50 100/case 0209029991050
20,544032961041781

Back square 75 and UA 100 50/case 0209029991075
31,074032961039726

Countersunk screw with nut 100/case 0206A080200100
10,01for back squares (M 8 x 20 mm) 4032961039849

Quick suspension anchoring element (250 N) 100/case 021150220250
23,794032961035216

Anchoring angle (150 N) 250/case 021150240000
5,984032961034783

Longitudinal connector for CD 60/27 100/case 0211050110110
12,224032961024104

CD-cross connector (400 N) 100/case 0211050410000
17,164032961024111

Fixing angle kit for 
UA-profiles

Anchoring angle

Back square

Countersunk screw 
with nut

Quick suspension
anchoring element

Longitudinal connector

Cross connector
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A s s e m b l y  t e c h n i q u e

Accessories for Lafarge metal substructures, according to DIN 18 182

LaCessoire metal 
substructures

LaCessoire

Product Quantity/ Article-Number Price/PU
Packing unit EAN
(PU)

Direct suspension hanger, flat 125 mm 100/case 021150230100
for CD profiles 4032961038712

18,46

Direct suspension hanger, flat 60 mm 100/case 021150310100
for CD profiles 4032961035421

13,78

Direct suspension hanger, flat 125 mm 100/case 021150231100
for wooden batten 4032961040272

18,46

Direct suspension hanger, flat 60 mm 100/case 021150311100
for wooden batten 4032961037401

13,78

Direct suspension hanger for CD 60/27 100/case 021150220100
13,26– track guides 4032961034790

Adjustment bracket 100/case 021150220030
for CD 60/27 - 30 mm 4032961034806

18,72

Adjustment bracket 100/case 021150220060
for CD 60/27 - 60 mm 4032961035223

29,77

Adjustment bracket 100/case 021150220090
for CD 60/27 - 90 mm 4032961035230

34,06

CD Nonius bottom part (250 N) 100/case 0211050220001
4032961002232

20,28

CD Nonius bottom part (400 N) 100/case 0211050220002
4032961026986

35,75

CD Nonius bottom part (400 N) 100/case 0211050220003
without sidewise connection 4032961505696

29,01

Nonius suspension piece total length 290 mm 100/case 020902150290
4032961039566

19,63

Nonius suspension piece total length 390 mm 100/case 020902150390
4032961038750

25,61

Nonius suspension piece total length 490 mm 100/case 020902150490
4032961038286

31,33

Nonius suspension piece total length 890 mm 100/case 020902150890
4032961308471

54,54

Nonius suspension piece total length 990 mm 100/case 020902150990
4032961308488

60,32

Nonius suspension piece available also in lengths 150 mm, 190 mm, 590 mm, 690 mm, 790 mm. Preis auf Anfrage

Level connector 50/case 0211050200000
adequate for direct suspension 4032961505689

76,39

Direct suspension hanger,
flat

Direct suspension hanger

Adjustment bracket for 
CD 60/27

Nonius bottom part

Level connector

Nonius suspension piece,
upper part

4 5
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A s s e m b l y  t e c h n i q u e
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Accessories for Lafarge metal substructures, according to DIN 18 182

LaCessoire metal 
substructures

LaCessoire

Product Quantity/ Article-Number Price/PU
packing unit EAN
(PU)

Safety clip for nonius suspension hanger 100/case 0211050250000 4,29
4032961024685

Same level cross connector for CD 60/27 100/case 0211050110130 47,19
(for leveled ceilings) 4032961310306
250/400 N

Eyelet suspension wire (4 mm) - 125 mm 100/bundle/case 021150060125
4032961035247

5,43

Eyelet suspension wire (4 mm) - 250 mm 100/bundle/case 021150060250
4032961025729

7,94

Eyelet suspension wire (4 mm) - 375 mm 100/bundle/case 021150060375
4032961038705

10,17

Eyelet suspension wire (4 mm) - 500 mm 100/bundle/case 021150060500
4032961025736

13,51

Eyelet suspension wire (4 mm) - 750 mm 100/bundle/case 021150060750
4032961035254

19,22

Eyelet suspension wire (4 mm) - 1000 mm 100/bundle/case 021150061000
4032961025743

25,77

Eyelet suspension wire (4 mm) - 1250 mm 100/bundle/case 021150061250
4032961035261

31,62

Eyelet suspension wire (4 mm) - 1500 mm 100/bundle/case 021150061500
4032961025750

37,75

Further lengths upon request.

Double spring clip for 2 wires 100/case 0211050110150
13,784032961310313

Eyelet suspension wire

Double spring clip

Prices for profiles and assembly technique (accessories) are valid for additional cargo of Lafarge plasterboards.
Illustrations are not binding, subject to alterations.
Sound-decoupled hanger upon request.

Safety clip

Same level
cross 
connector

G e r m a n y
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LaCessoire
screws and dowels

LaCessoire

Length Thickness Quantity Article-Number EAN Price/package
per

mm mm package

16 4,8 1000 0206A30161000 4032961035322 22,18

25 3,9 1000 0206AA0251000 4032961001709 7,64
35 3,9 1000 0206AA0351000 4032961001730 9,14
45 3,9 1000 0206AA0451000 4032961001747 11,42
55 3,9 1000 0206AA0551000 4032961502541 15,26

35 3,9 1000 0206A20351000 4032961031492 7,64
45 3,9 1000 0206A20451000 4032961035346 9,14
55 3,9 1000 0206A20551000 4032961031515 11,42

25 3,5 1000 0206A10251000 4032961031522 7,78
35 3,5 1000 0206A10351000 4032961031553 10,52
45 3,5 1000 0206A10451000 4032961035360 14,00

30 3,5 1000 0206A30301000 4032961027907 16,90

35 3,9 1000 0206100251000 4032961034264 6,90
45 3,9 1000 0206100351000 4032961034271 10,70
55 3,9 1000 0206100551000 4032961209310 12,80

35 (für Z-21.1-527) 100 0205000350100 4032961035896 20,92
45 (für ETA-04/0025) 100 0205000450100 4032961041835 22,06
65 (für Z-21.1-527) 100 0205000650100 4032961035902 47,82

40 6 100 (24) 0205010400100 402961209844 6,62
60 6 100 (16) 0205010600100 402961209891 7,68
80 8 100 ( 6) 0205010800100 402961209907 12,80

Self-tapping screw
with drill bit 
4,8 x 16 mm 
metal in metal

** Construction can vary from supplier to supplier.

Dry wall screw* 
with fine pitch thread
sheet thickness
up to 0,75 mm

Dry wall screw 
with coarse thread,
gypsum in 
gypsum, wood

Dry wall screw* 
with Tekspoint
sheet thickness
0,75 - 2,25 mm

Dry wall screw 
with 
countersunk 
head

LaPlura screws 

Ceiling dowel
(500 N)

Nail-/
impact dowel

G e r m a n y
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LaCessoire sealing
and edge protection

LaCessoire

Width Length Quantity Article-Number EAN Price/roll
run. m/ rolls

mm rolls

30 30 30 0208030030030 4032961035773 3,60
50 30 18 0208030050030 4032961001983 5,85
70 30 12 0208030070030 4032961001990 8,62*
75 30 12 0208030075030 4032961035780 8,62*
95 30 10 0208030095030 4032961002003 11,45*

100 30 10 0208030100030 4032961035797 11,45*

* not available at every supplier

Length Quantity/ Article-Number EAN Price/run. m
bundle

mm

2000 100 0102040242000 4032961035803 0,48
2500 100 0102040242500 4032961035810 0,48
3000 100 0102040243000 4032961035827 0,48

2500 100 0102040232500 4032961035834 0,42
2750 100 0102040232750 4032961035841 0,42
3000 100 0102040233000 4032961035858 0,42

Corner element
(edge protection profile)
24 x 24 mm

Ending profile
(Mohringer profile) 
13 x 23 mm

Sealing tape
one-sided self-adhesive

d = 3 mm

G e r m a n y
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Tools

Tools

Article-Number Price
EAN

0201000000000 103,86
4032961001167

0201110020000 47,87
4032961001495

0201110030000 35,22
4032961001501

0201120000000 401,89
4032961021806

0201050000000 7,69
4032961001358

0201050010000 20,31
4032961001365

0201040000002 72,24
4032961001310

Crimping tool

Profile cutting pliers

Jigsaw                       
L = 150 mm

Edge plan Profi for
22,5° and 45°

Article-Number Price
EAN

0201040010000 6,06
4032961001327

0201060010000 39,74
4032961001389

0201060000000 10,84
4032961001372

0201071800000 19,42
4032961001402
(10 pieces)

0201040020000 17,16
4032961001334

0201040030000 4,52
4032961001341

0201010000000 8,59
4032961001174

Tin snips

Universal pliers

Back-up blades for
edge plane Profi

Center punch
L = 270 mm

Handle sander

Hand sander

Sanding paper, 
280 x 93 mm, 
granu-
larity 180

Surform plane

Back-up blades for
Surform plane

Mixing tool
d = 90 mm

G e r m a n y
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For Lafarge security has top priority.
Information posters in our factories draw your,
respectively the attention of your drivers and
contractors to our security policy.

However, there are unfortunately still
some carriers who do not comply with our
security policy. To us, as your partner, it is of
great importance, that legal as well as in-
house guidelines are strictly complied with.
And this in our mutual interest.

T h i s  m e a n s :

– hard hat, security vest, safety glasses
and safety boots are considered perso-
nal protective equipment (PPE) and are
on our factory premises OBLIGATORY!

– carry appropriate instruments for cargo
securing like belts, edge protector and
ratchets. During loading keep legal requi-
rements in mind. Further information can
be found in "Conditions for loading and
transport of cargo in gypsum industry"
as well as in “Info sheet of the StBG and
the gypsum industry for secure loading
of plaster boards and sacks.

We reserve the right, in case of repea-
ted non-compliance with the regulations, to
decline the loading and to send the vehicle
back unloaded.

Let us act together, namely: safety is
our mutual interest.

Cargo securing

≥500 daN

≥2500 daN



L o g i s t i c s

8 6

Logistics for 
construction sites

Logistics for construction sites

Logistics performance Price

Before every delivery you need to fill out a construction site checklist that defines the 
conditions on the construction site; otherwise we can not provide a permission for the 
services to be performed.

The prices are valid for the unloading time of max. 15 minutes/tone. 
The unloading time starts upon the arrival of the vehicle on the construction site.
Delays and exceedance of the given unloading time and logistics performance are charged on 
the basis of every begun 1/2 h corresponding to the prices (see below).
Billing of the logistics’ costs will proceed via commercial invoice.

Further services, unloading means and services are available upon request for extra charge .
All deadlines for logistics’ performance have to be coordinated individually with Lafarge.

at-grade moving next to a vehicle with truck-mounted crane or forklift truck 9,00/t
Minimum amount per unloading site = 10 t (overall)

in front or on the floors 23,00/t
Minimum amount per unloading site = 10 t (overall) 230,00

in front or on the floors 23,00/t
Minimum amount per unloading site = 10 t (overall) 230,00

in front or on the floors 23,00/t
Minimum amount per unloading site = 10 t (overall) 230,00

in front or on the floors 23,00/t
Minimum amount per unloading site = 10 t (overall) 230,00

in front or on the floors 23,00/t
Minimum amount per unloading site = 10 t (overall) 230,00

Freight vehicle self-
removal

Freight vehicle self-
removal (with 13 m 
truck-mounted crane)

Freight vehicle self-
removal (with 18 m 
truck-mounted crane)

Freight vehicle self-
removal (with 24 m 
truck-mounted crane)

Freight vehicle self-
removal (with 27 m 
truck-mounted crane)

Freight vehicle self-
removal (with 30 m 
truck-mounted crane)

Please note that 
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Logistics performance Price
€

in front or on the floors 23,00/t
Minimum amount per unloading site = 10 t (overall) 230,00

Deviation from standard palletisation (special palletisation) 7,50/t
Pallets strapping 7,00/t
Scantling or band 7,00/pallet
Packed in foil/bonnet (no return) 7,00/pallet
Packed in foil, wound (no return)  10,00/pallet
Seawaterresistant packaging with edge protection 12,50/pallet

Gypsum plasterboard pallets (GPP) 20,00/piece
EURO pallets 8,00/piece
Special scantling 70/100* 2,50/piece
GK- band (no return)* o.B./piece

in EURO                    1 day                every further day
Elevating truck, short or long, incl. compensator       30,00/day          20,00/day

Minimum order quantity per freight vehicle of 8 t
per unloading site in case of third-party delivery fees 60,00
are charged.

Pallets

Freight vehicle self-
removal (with 35 m 
truck-mounted crane)

Leasing rate

Delivery charge

* Not available at every supplier

Note: Credit note after carriage-free return delivery in reusable state

11. Minimum order and delivery quantity is a full truck.

12. Deadline delivery only in case of full freight vehicle load.

13. Delivery of accessories (profiles etc.), joints and 
scraper material takes place only as additional cargo for
delivery of gypsum plasterboards, respectively in complete
successions.

14. Regular delivery service 48 hours: 
day 1 order / day 2 loading / day 3 delivery.

15. 24 hour serivce in case of order until 12 a.m possible for
extra charge (feasibility study).

16. Delivery basically on gypsum plasterboards (GP).

17. Special scantling and plasterboards bands upon request and
extra charge (no return of plasterboard bands).

18. Charging of transport packaging/pallets upon invoice.

19. GP or Europallets in texchangeable, reusable state will be
credited in case of reshipment exempt from charges  to our
factories after test for exchangeability.

10. Customers may seek collection of GP and Europallets accord-
ing to delivered quantities; fetch back will be carried out
within 14 days after order receipt, starting with quantity of
200 pieces, pallets shall be prepared in such manner, that col-
lection with normal vehicles (Tautliner) is safeguarded.

11. Self-collectors receive with confirmation of order a binding
collection date; outside this date no guarantee for product
availability and timely loading can be provided.

12. Customers who will collect goods are responsible for the 
back transport of GP and europallets to the original factory.

13. Prices for accessories, tools apply for additonal cargo for
Lafarge plasterboards as carriage free prices; in case of 
delivery only accessories, tools condition valid as EXW prices
with additional freight costs.

14. Credit notes for freight will is valid only for the weight of
the material referring to the domestic tarif, weight of mate-
rial is the net weight on delivery sheet.

15. As basis for settlement applies customer address. 

16. Calculation of logistics costs and surcharges follow with
invoice; additional costs that may appear due to additional
expenditures during delivery, may be charged subsequently.

17. In case of transport to islands the costs for transmission for
train, ferry and freight vehicles go to the expense of the
good receiver.

18. In case of deliveries abroad, especially in Switzerland, toll,
heavy duty charges (LSVA) customs clearing and additional
charges separately charged.

19. Lafarge reserves the right to by themselves choose the 
supplier.

Delivery,
packing and pallets

Special packaging
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Lafarge dry construction materials are
delivered on returnable pallets to the con-
struction site or to the warehouse. Products
are built in and the pallets are left empty
behind. They have served their purpose and
you do not need them any more. But what
will happen with them? Easy and quick soluti-
ons are welcome!

Pa l l e t  c h e c k

Gypsum plaster boards pallets GPBP,
EURO pallets, pallets of other manufacturers
or scrap pallets – here are some examples of
how your pallets that comply with credit note
requirements must not look like:

EURO pallet must be labe-

led as such. If the fusion

penetration is missing, as

shown here, pallets will not

be taken back.

EURO pallets must be

undamaged. If, as in this

case, 2 deck boards are

broken, they might not 

fulfill credit note require-

ments.

Pallets with deviant board

and scantling measure-

ments are non-standard

and can, for this reason,

not be taken back.

Example of an non-stan-

dard pallet, that is neither 

a GPBP nor a EURO pallet

and therefore does not 

fulfill credit note require-

ments.

Generally, only repairable returnable
pallets from the manufacturer pallet pool,
which are labeled as GPBP and EURO pallets,
are taken back. EURO pallets need to be in
sound condition and labeled accordingly

E U R O  p a l l e t s  t h a t  f u l f i l l  c r e d i t
n o t e  r e q u i r e m e n t s

Your EURO pallets should have the fol-
lowing characteristics:

dry, unpolluted coniferous wood (fir, 
spruce, pine)

5 boards per side

the most commonly used widths: 600 mm,
1200 mm, 1250 mm

labeled with GPBP seal 

Pallet is angled (90°)

Pallet service
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Checklist for building sites supply Order direct 
via fax: 0043/1/478 96 76-20

Dear customer!
The order of means of transport with the need for logistics equipment has as a precondition a timely coordination of all participating partners.
This checklist serves as a basis for smooth unrolling on the construction site. Additional costs that are caused by insufficiently, wrongly or incom-
pletely fulfilled checklists go to the expenses of the receiver. In case of changes of conditions on the construction site, an immediate actualisa-
tion is necessary.

Invoice recipient/dealer Fabricator

Name ________________________________________________________ Name  ________________________________________________________

Street__________________________________________________________ Street __________________________________________________________

Zip code/Town ________________________________________________ Zip code/Town __________________________________________________

Contact person/Tel. ____________________________________________ Contact person/Tel. ______________________________________________

Freight vehicle requirements Order number                        

Construction site address Directions

Name ________________________________________________________ ________________________________________________________________

Zip code/Town__________________________________________________ ________________________________________________________________

Contact person/Tel. ____________________________________________ ________________________________________________________________

Construction road                  fortified           not fortified

Delivery time             Date ______________________________________ Time ______________________________________

Pallet delivery disposition on the construction site immediate return

Freight vehicle motor vehicle + hanger motor vehicle

Removal via building crane forklift crane at-grade

18-m-crane 24-m-crane 27-m-crane 30-m-crane 35-m-crane

waling traverse using rotating tilting fork

Packaging foil board bands timber beams

Public road yes no

Catenary yes no

Permits for keeping and unloading pursuant to StVO 1960 are available yes                no

Fortified crane platform (20 x 9 m) available yes                no

Max. height Height (in m) Width (in m)

Max. height for unloading m - at-grade area until top edge slab   m - parapet height

Distance freight vehicle 
to house wall m - (at-grade vehicles’ centre point to house wall)

Distance freight vehicle
to building aperture m - (vehicles’ centre point to building aperture)

Building aperture height (in m) width (in m)

Discharge bring into the building keep in front of the building

Special features/drawbacks _____________________________________________________________________________________________________________

Name ______________________________________ Date/Signature _________________        __________________________

(e.g. parapets)

Bringing materials to life
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§ 1 Preface, Field of application
1. The general terms and conditions at hand apply to all

relations to our business partners and customers (here-
inafter: “Buyer“).
General terms and conditions apply only when the 
buyer acts as a company (§ 14 BGB), legal entity of 
public law or as legal public separate assets.

2. General terms and conditions apply especially for con-
tracts on sale and/or supply of goods and chattels 
(hereinafter: “goods“), irrespective of the fact whether
the goods are manufactured by us or bought from sup-
pliers (§§ 433, 651 BGB). For a delivery contract, our legal
rights apply, pursuant to §§ 642, 643, 645 BGB differing
from legal provisions also when the matter concerns
unwarranted matters. 

3. General terms and conditions apply as general agree-
ment also for future business relations with the same
buyer without the need to in every individual case point
to them. 

4. Our general terms and conditions apply exclusively.
Deviations from the General terms and conditions and
their provisions require formal, individual and written
agreement. This applies foremost for the standing of the
General terms and conditions of the buyer. Thereby they
do not become an integral part of the contract, when
we, fully aware of the GTC of the buyer conduct our
delivery. Oral agreements are for us binding as far as we
acknowledge them in written.

§ 2 Conclusion of the contract
1. Our offers are subject to change and non-binding. This

applies also when we have entrusted the buyer with
catalogues, technical documentation (e.g. drawings,
plans,  counting, calculations, references to DIN stan-
dards), product descriptions or any other documentation
– also in electronic form – that we have reserved the
rights of ownership and copy right to.

2. Order of goods by the buyer is applied as a binding 
contract offer. We are entitled to accept this contract 
offer within 3 calender weeks upon it’s entrance; we are
not obliged to accept the offer. If we accept the offer  
after the deadline and the buyer considers themselves 
not committed to the contract offer any more, they
shall immediately notify that in writing; otherwise
applies the contract as concluded. 

3. An explicit acceptance is necessary in order for it to 
be manifested either in writing (e.g. via acceptance of 
order) or through goods’ delivery to the buyer. 

§ 3 Delivery time and delay in delivery
1. Delivery time is arranged individually, respectively by us

when accepting the order. In other case, a delivery peri-
od of 4 caleneder weeks apllies starting with the date of
contract conclusion. Delivery time starts with the date of
our final and entire order acceptance. Delivery time is
considered to be complied with if the goods are, on due
date placed at disposal ready for collection from the
stock, respectively according to the wish of the buyer
made ready for dispatch.

2. A delivery time that is set by us is only binding under 
the precondition that all technical questions are clear 
and when the buyer has duly fulfilled incumbent acts in 
individual cases (e.g. adduction of execution instructions,
official certificates or approbations).

3. In case we are not in position to comply with the bind-
ing delivery time, for reasons that we cannot act for,
(unavailability of the service), we will, according to the
specific conditions, determine a new delivery time. If the
service is not available within the new delivery time, we
have the right to fully or partly withdraw from the con-
tract; a reward from the buyer that has already been
made, will be compensated by us immediately. As a case

of service unavailability in this sense applies especially the
not timely subcontracted supply from our supplier, upon
conclusion of a congruent hedging transaction. 

4. Occurrence of delay in delivery from our side is assigned
according to legal regulations. In every case, a warning
from the buyer is necessary.
In case we get into delay in delivery, the buyer can ask 
for compensation of damage caused by delay paid as a
lump sum. Damage lump-sum amounts for every com-
pleted calender week of delay to 0,5 % of the net price
(value of goods to be delivered), alltogether however
maximum 8 % of the value of the delayed delivered
goods. We reserve the evidence that the buyer has suf-
fered no damage or has suffered diminished damage
than preceding lump sum. Advanced rights of the buy-
ers exist only according to requirements of § 9 of the
General terms and conditions.

§ 4 Delivery, passing of the risk, acceptance, default of
acceptance

1. In case not otherwise agreed, the ex works or ware-
house delivery will follow, that are also places of per-
formance. On demand of the buyer the goods are sent
to a different place of destination (mail order purchase).
We are entitled to partial delivery and partial perform-
ance, in case this is reasonable for the buyer and provid-
ed that sufficient consideration is given to their eligible
interests.

2. The risk of accidental downfall and accidental deteriora-
tion of the goods is transfered – also in cases of partial
delivery – at the latest with their handover onto the
buyer, forwarder, shipper or any other person or insti-
tute authorized for conducting shipping onto the buyer.
In case delivery or service is delayed as a consequence of
circumstances, that the buyer covers for, the risk passes
onto the buyer when ready for shipping.

3. As far as the acceptance is agreed upon, it presents the
standard for the passing of risk. Also for the rest apply in
case of acceptance, that has already been agreed upon,
legal regulations according to the law on contract for
services. The transfer, respectively the acceptance is
equal if the buyer is in delay of acceptance. 

4. In case of buyer acceptance delay, failure of cooperation
or retardation of our delivery due to reasons under
responsibility of the buyer, we are entitled to seek com-
pensation for damages inclusive additional expenditures
(e.g. storage). 

§ 5 Prices and terms of payment
1. If not arranged otherwise, our prices are valid from our

price list set on the day of contract conclusion, and basi-
cally in EURO plus legal value-added tax for abroad
(without islands) either free freight car addressed termi-
nal or free freight vehicles for construction sites or stor-
ages. Thereby are always full carloads, respectively trac-
tor-trailers of minimally 24 t of loading weight (crane
vehicles depending on machine type party less), deter-
mined. “free freight car addressed terminal“ means that
rail connection fee, weighing charges, freight charge for
shipment of packaged goods etc. go at the expense of
the recipient. “free freight vehicles for construction sites
or storages“ means delivery without unloading; costs of
the unloading go at the expense of the recipient. 

2. If on demand of the buyer the packaging is variant form
the standard packaging or in case the shipping is carried
out via scantling or specially via labelled returnable pal-
lets, it is charged separately according to the valid price
list. The buyer can return returnable pallets to us that he
has received via delivery, in good condition and carriage
free for credit note of the provided price corresponding
to the price list. This however in each case only until bal-
ance has been achieved for the account balancing that
we have administrated for them until the moment of
return (expenditure/return). When determining balance
only expenditures within the last 12 months are taken
into account.

3. In case of collection by the customer credit note for
freight will follow according to our restitution condi-

tions, that we will send you upon your request.
Packaging material is not taken into accont during
determination of the freight weight – credit note for
freight will result exclusively for freight weight.  

4. If expenses factors change considerably upon conclusion
of the contract but before delivery (e.g. due to rise in
prices of raw materials, materials, exchange rates etc.),
we are entitled to corresponding prices adjustment,
unless our prices were designated during conclusion of
the contract explicitly as fixed prices. 

5. Or invoices are due 30 days upon date of invoice with-
out any further deduction. For payment within 8 days
upon date of invoice we grant 3 % discount on the
gross goods value that has been separately shown as
qualifying for cash discount in the invoice, and this is cal-
culated from gross invoice amount off discount not
qualifying for cash discount, freighta as well as pallets or
other packaging, likewise gross. Place of payment is
Oberursel. 

6. Draft and cheque or other assignations will only be
accepted upon prior written agreement and only upon
account of performance. Fees and costs as well as the
risk of timely presentation and protesting go exclusively
at the expense of the buyer. 

7. In case the payment of the buyer does not reach in time
the purchase price will be during the arrears charged
interest for in accordance with the valid legal  arrears
intertest rate. We reserve the assertion of an advanced
damage caused by delay. For dealers stays our claim for
a commercial maturity interest (§ 353 HGB) intact. 

8. The buyer is entitled to the rights of charging or reten-
tion only of the particular counterclaim is legally binding
or acknowledged by us. In cases of deficiencies in deliv-
ery remains § 7 number 8 intact. 

§ 6 Reservation of proprietary rights
1. The delivered goods remain our property until the final

payment of all current and future debts resulting from
the sale contract and ongoing business relationship
(secured receivables). 

2. Goods under the reservation of propriety rights may not
be bonded onto third parties prior to complete pay-
ment of secured receivables, nor transferred for the rea-
sons of security. Buyer shall inform us immediately in
writing in case of usage of goods belonging to us by
third parties

3. In case of buyer conduct contrary to the contract espe-
cially in case of nonpayment of the due purchase price
we are entitled to, in accordance with the legal regula-
tions, withdraw from the contract and to goods, and on
seek the reservation of propriety rights and withdrawal.
If the buyer does not pay the due price, we may claim
these rights only after we have unsuccessfully set a time
limit for payment to the buyer or when a similar dead-
line is according to legal regulations dispensable. 

4. The buyer is authorized to further sell and/or process
goods that are under the reservation of propriety rights
in due course of business. In this case apply as supple-
ment the following regulations: 

4.1. Reservation of propriety rights extends to commodities
that have been produced to their full value through
processing, blending or compounding of our goods,
whereas we are regarded as the manufacturer. In case
during processing, blending or compounding with
goods of third parties they keep their propiety rights,
we acquire co-ownership proportional to invoice value
of the processed, blended and compounded goods.
For the rest applies for the emerging commodity the
same as for the goods that have been delivered under
the reservation of the propriety rights.  

4.2. Claims that may arise from the resale of the goods or
commodities onto third parties the buyer will cede 
alltogether, respectively the amount of our possible co-
ownership share according to aforesaid 4.1 for security
reasons to us. We accept the assignation. Liabilities of
the buyer referred to in 2. apply also in regard to
ceded claims. 

General terms and 
conditions 
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4.3. Buyer remains, in addition to us, empowered to retract
claims. We commit ourselves, not to retract the claim as
long as the buyer fulfills their payment obligations,
does not delay in payment, no claim is brought for
starting of insolvency proceedings and no other defi-
ciencies of their performance are apparent. In case this
happens, we may seek the buyer to disclose the ceded
claims and the debtors, to provide all information nec-
essary for collection, to hand over corresponding docu-
mentation and inform the debtors (third parties) of
assignation. 

4.4. In case the value of securities exceeds our claims for
more than 20 %, we will upon request of the buyer
release securities according to our own choice.

§ 7 Rights of the buyer to claim compensation for any 
defects

1. For rights of the buyer in property and title defects
(including wrong and short delivery as well as faulty
assembly or imperfect assembly instructions) apply legal
regulations, in case not otherwise defined hereinafter. 

2. Basis for our liability for defects is above all the agree-
ment that has been made on the quality of goods. As
convention for quality of goods apply our as such desig-
nated product descriptions that have been ceded to the
buyer prior to order or have been incorporated in the
same manner in to contract as the General Terms and
Conditions. For the serviceability we reserve the right of
slight changes e.g. technical or visual and they do not
present any deviation from the agreed quality. 

3. No guarantee promise stands in connection with the
agreement on the quality of goods. We accept special
guarantees only on the basis of a separate, explicit and
written agreement that regulates the content and scope
of the guarantee irrespective of these General Terms
and Conditions and the legal rights of the buyer. 

4. In case no quality has been agreed upon, the goods are
considered to be free of material defects if it qualifies
for usage preconditioned by the contract. For the rest
are goods,  in addition to legal regulations also free of
material defects if they possess features, that can be
expected by the buyer according to given product
descriptions; in this case suffices, if the product descrip-
tion has been ceded to the buyer upon contract conclu-
sion (especially if together with goods). For public
demonstrations of other producers or some other third
parties (e.g. for their advertising messages) we assume
no liabilites. 

5. Rights of the buyer to claim compensation for any
defects presuppose that they have met legal conditions
of verification and reproval (§§ 377, 381 HGB). If during
verification or later on a defect appears we shall be
immediately informed on this matter. Notice is consid-
ered to be immediate if it is placed within two weeks.
Irrespective of the preceding verification and reproval
the buyer shall report in writing evident defects (includ-
ing wrong and short delivery) within two weeks upon
delivery. To meet the deadline, timely mailing of the
notice shall suffice. Each notice should be submitted in
writing. In the buyer fails to submit notices of defects,
we shall not assume liability for the not indicated defect. 

6. If the defect has been exclusively or predominantly
caused by the buyer or a third party, the buyer has no
rights to claim compensation for defects.

7. If the delivered goods are faulty, we can first decide
whether we will provide supplementary performance via
removal of the defect (rectification) or via delivery of the
faulty goods (compensation delivery). Our right to
decline the chosen manner of supplementary perform-
ance under legal preconditions remains unaffected.
Charges necessary for the supplementary performance,
especially costs of transport, travel, labour and material
are covered by us. The buyer shall give us time and
chance for the owing supplementary performance, espe-
cially provide the rejected goods for assessment or – in
case not operable with appropriate expenditure – grant
us access to the goods.  In case of supplementary per-

formance via compensation delivery we have, according
to legal regualtions, the right to reclaim the faulty good
from the buyer.

8. We are entitled to condition the owing compensation
delivery so that the buyer pays an, according to defect,
adequate part of the purchase price.

9. In cases of endargement of operational reliability and for
blocking disproportionaly big damages, the buyer is
after prior consulting with us entitled to self-remedy of
defects or to give it for repairement to third parties and
seek compensation for costs thereof. The buyer shall
inform us immediately of the manner and extent of the
measures that have been taken. Right to self-remedy is
not applicable if we were entitled to decline a corre-
sponding supplementary performance in accordance
with legal regulations.

10. In case of abortive supplementary performance or
unsuccessful deadline for supplementary performance
set by the buyer, respectively is expendable according to
legal regulations, the buyer can withdraw from contract
of sale or reduce the purchase price. Right of withdrawal
does not apply for an insubstantial defect. With declara-
tion of withdrawal respectively reduction claim of the
buyer for supplementary performance does not apply. 

11. Claims of the buyer for compensation, respectively
refund of unavailing expenditures are existent only pur-
suant to § 9, for the rest they are excluded.

§ 8 Supplier regress
1. In case our goods that have been delievered to our

buyer, are newly produced further sold to a consumer,
apply rights of the buyer to claim compensation for any
defects complementary from the above mentioned reg-
ulations in § 7 and for the rest legal regulations. 

2. Legal assumption that the defect had existed during
passing of risk onto the buyer (§§ 478 para. 3, 476 BGB),
does not apply, except in legally regulated cases, also
when a time period of more than six months is present
between the passing of risk onto the buyer and passing
of risk onto the customer of the buyer. 

3. Rights of the buyer to supplementary performance, pur-
suant to § 7 paragraph 7 apply with following provision:
Buyer can demand from us the kind of supplementary
performance that they owe in individual case to their
customer – taking into consideration buyer’s legal and
contractual right of refusal; on our part there is no right
to choose. The buyer is entitled to cede this claim for
supplementary performance to their customer, however
only on account of performance and by way of security,
i.e. without prejudice of their own further liability
towards the customer. Cession on completion in place of
is effective. Our right to decline this supplementary per-
formance under legal preconditions will remain unaffect-
ed.

4. In case of agreement on equivalent compensation with
the buyer, in terms of § 478 paragrapgh 4 BGB, the right
to compensation of expenses, which they would cover
proportinally for their customer (§ 478 Abs. 2 BGB), is
excluded.

§ 9 Other liabilities, breach of duty, contract cancellation
1. Unless not otherwise resulting from these GTC including

the following provisions, we are liable in case of breach
of contractual and non-contractual duties according to
corresponding legal regulations. 

2. We are liable for damages – for whatsoever legal reason
– only: 
- in case of intention and gross negligence of the doers

or 
- in case of imposing threat to life, of injury or a threat

for health or
- in case of breach of an essential contractual obligation;

in this case however, our liability for damage is limited
to the amount of the predictable damage.

3. The limitations of liability mentioned in item 2 do not
apply,
- in case of our malicious concealment of defects or
- acceptance of guarantee for the quality of the goods  

- regarding claims of the buyers according to the
Product Liability Act.  

4. In case of breach of a duty, not for the reasons of
defects, the buyer may with draw or cancel only in case
of breach of duty from our side. 

5. Free right of cancellation of the buyer (expecially pur-
suant to §§ 651, 649 BGB) is excluded. Withdrawal or
cancellation shall be defined in writing. For the rest apply
legal regulations and legal consequences.

§ 10 Limitation
1. Mutual claims of the contracting parties prescribe

according to legal regulations, unless subsequently not
otherwise determined. 

2. Notwithstanding § 438 para. 1 no. 3 BGB the general
period of limitation for claims of material defects and
defects of title amounts to one year from delivery. In
case of agreed acceptance, limitation begins with
acceptance. Claims from defects of title however do not
become time-barred as long as the third party can assert
their right – for lack of statute of limitation – against
the buyer. 

3. For constructions and newly manufactured things, that
have been used for constructions in accordance with
their usual application and during which their defective-
ness had been caused, applies legall statute of limitation.
(§ 438 para. 1 No. 2 BGB). 

4. The preceding statutes of limitations apply also in distrib-
utor regress pursuant to preceding § 9; unaffected
remains the legal statute of limitation for claims for com-
pensation of expenses (§§ 478 para. 2, 479 para.1, para. 3
BGB) as well as the legal suspension of the period of lim-
itation (§ 479 para. 2, para. 3 BGB). 

5. In all cases unaffected will remain also legal regulation in
case of malice (§ 438 para 3).

§ 11 Agreement on the applicable law, court of jurisdic-
tion, place of performance

1. For these GTC and all privities between us and the buyer
applies the law of the Federal Republic of Germany
excluding all international and supranational (Contract)
legal systems, especially the CISG. Preconditions and
effects of the reservation of propriety rights pursuant to
§ 6 are however subject to law of the particular storage
location of the goods, provided that the chosen agree-
ment on the applicable law for the benefit of German
law is inadmissable or ineffective. 

2. If the buyer is, according to the code of commercial law,
trader, public entity or special property under public law,
all disputes arising directly or indirectly from contractual
relationship are under exclusive – and international –
jurisdiction of court in Frankfurt am Main. However, we
are entitled to file suit before a court of general jurisdic-
tion of the buyer. 

3. Court of performance for our deliveries and service is for
both parties the place of our suppliers or our warehous;
for payment the corporate headquarters for distribution,
Lafarge Gips GmbH, Oberursel. 

Stand: January 2006
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Bringing materials to life
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